




11D Jumper fiber(pigtail) 

With VFL and OPM function 

Effectively measure connection losses, verify continuity, and help evaluate 

fiber link transmission quality 

OPM: SWitch between six states 

Wavelength: 850nm, 1300nm, 1310nm, 1490nm, 1550nm 

1625nm, 980nm, 1270nm, lSTTnm, 1650nm 

VFL: SWitch between three states 

power: 15mW, 2Hz flashing and steady on mode 

3 in 1 fiber holder 

SM, MM, bare fiber, pigtail, Drop cable , multi fiber cable 

11D Drop cable 11D Bare Fiber 



Charging  
Input VOitage _ t 3.5t.D.5V 

Input current 4.8A 

Power indicator 

light 

1111 Successful fiber melting. When opening the 

windproof cover to take out the fiber, the 

machine turns on pre heating for up to 8 

Charge indicator light 
hiJ,utor 1ght 1ums off 1n nt n 

lul� charge(! 

Press to check 

The battery can be removed 
and charged separately 

CHARGING 11ETHOO Ill 

15s automatic heating 

1111 Heating part automatic lid closing llll Heating part compatible with SC fiber 

SC Fiber: Push up/ Ordinary fiber: Push down 

Cooling rack Extends and closes 

J 
Deployment status Closed status 

Dust prevention, fall 
prevention, shock prevention 

THICKENED BUFFER STRUCTURE.DON'T BE AFRAID TO KNOCK! TOUCH! FALU 
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